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Distribution of video content using a trusted network key for ... 

The family pairing key received by the host and client receivers is decrypted using .... 

Among such systems are those which use a conditional access module ... 
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Distribution of br oadcast content for remote decryption and ... 

Using either a same pairing key or different host and client pairing keys, ... Among such 

systems are those which use a conditional access module (typically ... 
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Distribution of video content using client to host pairing of ... 

The method of claim 1 , wherein the host-client pairing key is received by both the .... 

Among such systems are those which use a conditional access module ... 
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Digital television conditional access methods and apparatus with.,...,. 

A multiple transport method for enabling a conditional access module to handle The 

data register 140 selects which key pair is valid for a given data ... 
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Digital television conditional access methods and apparatus with ... 
Conditional access module 17 performs the security functions provided by the ... into a 

cooperating receptacle or socket in the host set-top box 16 The data register 140 

selects which key pair is valid for a given data byte, ... 
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(1) Short for Conditional Access. In a DVB context, security technology used to ... An 
interface based on industrial standards for communicating with Conditional Access 
Modules. ... portion of the certificate holder's public and private key pair. ... CA application. 
CAspecifi software residing i the host 

Analysis of Host Authentication Mechanism in Current POD Copy ... 
content is protected by a conditional access scrambling system. ... valid certificate and a 
corresponding private key. POD module ... the authentication procedure of a pair of ever 
authenticated. POD module and host device. ... 
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[pdf] Responding to Current Trends and Evolving Requirements for ... 
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many recent trends driving operators' needs for Conditional Access .... This module 
supports unidirectional signaling and offers completely ... paired with a CableCARD. 
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Motorola supports Host migration, and network operators ... Instead of using a CableCARD 
hardware key for authentication and encryption, a ... 
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Key transport tamper protection - Pate nts like 7469 420 

A switching circuit is coupled to the host and the conditional access decoder and a 

portable security module, wherein a precalculated key pair is ... 
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(WO/2000/004717) A CONDITIONAL ACCESS SYSTEM FOR BROADCAST DIGITAL 
A single conditional access system that is capable of being used with a .... of'cash'loaded 
into the smart card or conditional access module can now be ... Data exchange between 
the card and the host is based on a well-defined .... There is a global RSA public/private 
key pair, Kpub/Kpri, for the entire system. ... 
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